HPN FREQUENCIES

Clearance Delivery: 127.25

(0600 to 2300L) ; _
Tower: 118.575 (0600 to 2300L) TAXIWAY “F"
CTAF: 118.575 (2300 to 0600L) : e
Ground Control: 121.825
ATIS: Ground: 133.8

Air: 116.6
UNICOM/Airport Operations: 122.95
NY Radar Approach Control:

126.4 (0700 to 2300L)
NY Radar Approach Control:

120.8 (2300 to 0700L)
NY Radar Departure Control:

120.55

Decent and Landing Procedures

If ATC advises to maintain altitude
overhead the field, pilots should
maintain at least 1,400 ft. MSL until
crossing the active runway(s).
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AR Pk | NOTE:
Helicopter operators AIRPORT INFORMATION
requesting to land Noise Abatement Office: 914-995-4861
on the: Operations Office: 914-995-4850
East side of the Airport Manager: 914-995-4856
Airport, use Control Tower: 914-948-6520
Taxiways D, F and H. | ATIS: 914-948-0130
West side of the ASOS: 914-288-0216
Airport, use New York FSS: 1-800-WX-BRIEF
Taxiways F and K.
Runways:
16/34 6,548' X 150" (ASPH-GRVD)
11/29 4,451' X 150° (ASPH-GRVD)
Rwy 29: Threshold Displaced
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